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Legal Advertisement

I NOTICE TO BIDDERS

Sealed bids for the purchase of L E D TRAFFIC SIGNAL CONVERSION PARTS for the
City of Greenville, Ohio shall be received by the Board of Control, c/o Janelle Cross,
Municipal Building, 100 Public Square, Greenville, Ohio 45331, until 1:30 PM, February
2, 2012, at which time they will be opened and read aloud in the Municipal Council
Room. :

The bids shall be received in accordance with the Invitation to Bidders, Instructions to
Bidders, Specifications and Proposal Forms, all of which may be obtained from the City
Engineers Office.

The City of Greenville is an Equal Opportunity Employer M/F.

Authorized by Greenville City Resolution 11-118.

Rodd Hale
Safety/Service Director

PUBLISH: January 13, 2012
January 20, 2012



City of Gueenville, Ohic

100 Public Square

Greenville, Ohio 45331
Planning & Zoning Commission
Phone: 937-548-4930

Fax: 937-548-3909
jcross@cityofareenville.org

INVITATION TO BIDDERS

Sealed Proposals properly endorsed "Bid for L.E.D. Traffic Signal Conversion Parts"
shall be received by the Board of Control c/o Janelle Cross, Municipal Building, 100
Public Square, Greenville, Ohio 45331, until 1:30 PM, February 2, 2012, at which time
they will be opened and read aloud in the Municipal Council Room.

Each bid shall contain the full name of every person or company interested in bidding
and shall be accompanied by a Bid Bond for the full amount {100%) of the bid OR a
Certified Check, Cashier's Check, or Letter of Credit on some solvent bank made
payable to the City of Greenville, Ohio in the amount of ten percent (10%) of the total
bid, as evidence of good faith by the bidder that a contract shall be entered into and its
performance secured. The deposits of all bidders shall be returned when the
successful bidders have entered into a contract and have furnished the necessary
Performance Bonds or when all bids have been rejected. The bid guaranty filed
pursuant to the foregoing shall be governed by the provisions of Section 153.54 of the
Ohio Revised Code and all relevant divisions thereof.

The bids shall be received in accordance to the Invitation to Bidders, Instructions to
Bidders, Specifications and Proposal Form, all of which may be obtained from the office
of the City Engineers.

The City of Greenville is an Equal Opportunity Employer M/F.

Rodd Hale
Safety/Service Director



INSTRUCTIONS TO BIDDERS

PROPOSAL FORM

The proposal must be submitted on the Proposa! Form furnished by the City of
Greenville in a sealed envelope plainly marked "Bid for L.E.D. Traffic Signal
Conversion Parts". No changes of this proposal form shall be allowed to
accommodate the bidder.

BID BOND

Each bid shall contain the full name of every person or company interested in bidding
and shall be accompanied by a Bid Bond for the full amount (100%) of the bid OR a
Certified Check, Cashier's Check or Letter of Credit on some solvent bank in the sum of
ten percent (10%) of the total bid made payable to the City of Greenville, Ohio as
evidence of good faith by the bidder that a contract shall be entered into and its
performance secured. The deposits of all bidders shall be returned when the
successful bidders have entered into a contract and have furnished the necessary
Performance Bonds or when all bids have been rejected. The Bid Guaranty filed
pursuant to the foregoing shall be governed by the provisions of Section 153.54 of the
Ohio Revised Code and all relevant divisions thereof.

NON-COLLUSION AFFIDAVIT

Bidders are required to file on forms furnished by the City and shall submit a completed
Non-Collusion Affidavit at the time their bid is filed.

PERSONAL PROPERTY TAXES

The person or company will at the time of bid supply a statement affirmed under ocath
that the person with whom the contract is to be made was not charged at the time the
bid was submitted with any delinquent personal property taxes on the general tax list of
Personal Property of Darke County, Ohio OR that such person was charged with
delinquent personal property taxes on such list, in which case the statement shall also
set forth the amount of such due and unpaid delinquent taxes and any due and unpaid
penatties and interest thereon. A copy of such statement shall be incorporated into the
contract by and between the bidder and the City, pursuant to Section 5719.052 of the
Ohio Revised Code. The statements required are found with the bidding documents.

BID WITHDRAWAL
No bidder shall withdraw his bid for a period of 60 days.

REJECTION OF BIDS

The City of Greenville reserves the right to waive any irregularities and/or reject any and
all bids.

CITY INCOME TAX

Contractors working for the City of Greenville are required to register with the Greenville
City Income Tax Office at the time the contracts are signed, (937)548-5747.



INSTRUCTIONS TO BIDDERS
PAGE TWO

BEST BID

The City shall in its opinion accept the bid for the materials advertised and shall enter
into such contracts that will maintain the safety, health, and welfare of its citizens. The
quality of the equipment to be supplied, its conformity o the specifications, its suitability

to do the work required, the availability of parts and service, and delivery terms shall all
be taken into consideration in said award.

DISCRIMINATION AND INTIMIDATION
The prohibition against discrimination and intimidation on account of race, creed or
color is stated in Sections 163.59, 153.591, and 153.60 of the Ohio Revised Code,

these sections shall be made a part of these specifications the same as if written if full
within.

QUANTITIES

The guantities that are shown on the Proposal Forms are approximate and the City of
Greenville, Ohio reserves the right to purchase any amount needed by it at the unit
price bid for the length of the contract.

DELIVERY
The Unit Price bid shall include all transportation charges to Greenville, Ohio and the

approximate time for delivery. Contact Matt or Ryan at (937)548-2215 for delivery
location, time, etc.

PAYMENT

Payment shall be made to the Contractor within thirty (30) days after the contractors
invoice has been approved by the Director of Public Safety/Service.

PERFORMANCE BOND
In accordance with Section 735.06 of the Ohio Revised Code, a Performance Bond with

satisfactory sureties for one hundred percent (100%) of the amount of the contract shall
be required for the faithful performance of the contract.

INSURANCE
Not applicable. This bid is for materials only.



1, or we,

PROPOSAL

L.E.D. TRAFFIC SIGNAL CONVERSION PARTS

, having carefully

examined the [nvitation to Bidders, Instructions to Bidders, Specifications, ant the Proposal
Form hereby propose to furnish L.E.D. TRAFFIC SIGNAL CONVERSION PARTS to the
City of Greenville, Ohio as advertised and find materials to be suitable for the purpose,
hereby propose to such materials at the unit prices stated below.

ITEM QTY DESCRIPTION UNIT PRICE | TOTAL PRICE

1 48 8" Red Ball LED, Dialight XL Series or approved
equal

2 48 8" Yellow Ball LED, Dialight XL Series or
approved equal

3 48 8" Green Ball LED, Dialight XL Series or
approved equal

4 74 12" Yellow Ball LED, Dialight XL. Series or
approved equal

5 74 12" Red Ball LED, Dialight XL Series or
approved equal

6 70 12" Green Ball LED, Dialight XL Series or
approved equal

7 9 12" Yellow Arrow LED, Dialight XOD Series or
approved equal

8 12 12" Green Arrow LED, Dialight XOD Series or
approved equal
16" Pedestrian LED, Filled Hand/Filled Man

9 60 Overlay with Countdown, Dialight X Series or
approved equal
16" Pedestrian Signal, Black Polycarbonate

10 8 Housing with Filled Hand/Filled Man Qverlay
with Countdown, Less Mounting Hardware
Total Bid




TOTAL BiD INWORDS

TERMS

SIGNED: DATE:

NAME:

TITLE:

COMPANY:

ADDRESS:

PHONE: FAX:

FEDERAL ID #: E-MAIL:




STATEMENT OF BIDDER
Concerning Personal Property Taxes
(No Delinquency)

STATE OF )
SS.
COUNTY OF )
, being the
(Name of person making statement) (Title/Position)
of

(Name of Bidder or Company)

being first duly cautioned and sworn according to law does hereby swear or affirm as follows:

1. That as of (date of bid),
(name of bidder) was not charged with any

delinquent personal property taxes on the general tax list of personal property of
Darke County, Ohio.

2. That | understand that a copy of this Statement shall be incorporated into the
contract to be entered between
{name of bidder) and the City of Greenville, Ohio.

Further Affiant sayeth naught.

(Signature of person making statement)

, being the - of
{(Name of person making statement) {Title/Position)

appeared before me and did swear that the

(Name of Bidder or Company)
foregoing comments are true as he verily believes,

Sworn to and subscribed in my presence this day of , 20
at County, .

Notary Public
My Commission Expires




STATEMENT OF BIDDER
Concerning Personal Property Taxes
(Delinquency)

STATE OF )
SS.
COUNTY OF }
being the
(Name of person making statement) (Title/Position)

, being first duly

(Name of bidder or company)
cautioned and sworn according to law does hereby swear or affirm as follows:

AMOUNT OF UNPAID DELINQUENT TAX/PENALTY & INTEREST/TOTAL DUE

0P oo

| understand that a copy of this Statement shall be incorporated into the Contract to be

entered between (name of bidder) and
the City of Greenville, Ohio.

Further Affiant sayeth naught.

(Signature of person making statement)

, being the
(Name of persen making statement) {Title/Position)

(company/bidder) appeared before me and did swear that the foregoing

statements are true as he verily believes.

Sworn to and subscribed in my presence this day of , 20 , at
County,

Notary Public
My Commission Expires




NON-COLLUSION AFFIDAVIT

STATE OF )
SS.
COUNTY OF )
,being first duly sworn, deposes and says
thatheis (sole owner, partner, president, secretary, etc.)
of , the party making the foregoing

proposal or bid; that such bid is genuine and not collusive or sham; that said bidder has not
colluded, conspired, connived, or agreed, directly or indirectly with any bidder or person, to put
in a sham bid, or that such person shall refrain from bidding, and has not in any manner,
directly or indirectly, sought by agreement or collusion, or communication or conference, with
any person, to fix the bid price of affiant or any other bidder, or to fix any overhead, profit or
cost element of said bid price, or of that of any other bidder, or to secure any advantage
against the City of Greenville, Ohio or any person or persons interested in the proposed
contract; and that all statements contained in said proposal or bid are true; and further, that
such bidder has not, directly or indirectly, submitted this bid, or the contents thereof, or divulged

information or data relative thereto to any association or to any member or agent thereof.

Affiant’s Signature

SWORN to and subscribed before me
this day of
20 .

Notary Public in and for
County,
My Commission Expires




BOND
(O.R.C. 153.571)

KNOW ALL MEN BY THESE PRESENTS, that we, the undersigned

, as principal and

, as sureties, are hereby held and
firmly bound unto the City of Greenville, Ohio as obligee in the penal sum of the dollar amount
of the bid submitted by the principal to the obligee on to
undertake the project known as L.E.D. TRAFFIC SIGNAL CONVERSION PARTS. The penal
sum referred to herein shall be the dollar amount of the principal's bid to the obliges,

incorporating any additive or deductive alternate proposals made by the principal on the date
referred to above to the obligee, which are accepted by the obligee. In no case shall the penal
sum exceed the amount of

dollars. (If the foregoing blank is
not filled in, the penal sum will be the full amount of the principal's bid, including alternates.

Alternatively, if the blank is filled in, the amount stated must not be less than the full amount of
the bid including alternates, in doltars and cents. A percentage is not acceptable.) For the
payment of the penal sum well and truly to be made, we hereby jointly and severally bind

ourselves, our heirs, executors, administrators, successors, and assigns.

Signed this day of , 20

THE CONDITION OF THE ABOVE OBLIGATION IS SUCH, that whereas the above named
principal has submitted a bid for L.E.D. TRAFFIC SIGNAL CONVERSION PARTS. Now,
therefore, if the obligee accepts the bid of the principal and the principal fails to enter into a
proper contract in accordance with the bid, plans, details, specifications, and bills of material;
and in the event the principal pays to the obligee the difference not to exceed ten percent of the
penalty hereof between the amount specified in the bid and such larger amount for which the
obligee may in good faith contract with the next lowest bidder to perform the work covered by

the bid; or in the event the obligee does not award the contract to the next lowest bidder and

resubmits the project for bidding, the principal pays to the obligee the difference not to exceed
ten percent of the penalty hereof between the amount specified in the bid, or the costs, in

connection with the resubmission, of printing new contract documents, required advertising,



and printing and mailing notices to prospective bidders, whichever is less, then this obligation
shall be null and void, otherwise to remain in full force and effect; if the obligee accepts the bid
of the principal and the principal within ten days after the awarding of the contract enters into a
proper contract in accordance with the bid, plans details, specifications, and bills of material,
which said contract is made a part of this bond the same as though set forth herein.

Now also, if the said shall well and

faithfully do and perform the things agreed by the City of Greenville, Ohio to be done and
performed according to the terms of said contract; and shall pay all lawful claims of
subcontractors, materialmen, and laborers, for labor performed and materials furnished in the
carrying forward, performing, or completing of said contract; we agreeing and assenting that
this undertaking shall be for the benefit of any materiaiman or laborer having a just claim, as
well as for the obligee herein; then this obligation shall be void; otherwise the same shall
remain in full force and effect; it being expressly understood and agreed that the liability of the
surety for any and all claims hereunder shall in no event exceed the penal amount of this
obligation as herein stated.

The said surety hereby stipulates and agrees that no modifications, omissions, or additions, in
or to the terms of the said contract or in or to the plans or specifications therefor shall in any

wise affect the obligations of said surety on its bond.

Bidder Surety
Signed Date Signed Date
NOTE: All Certified Checks and Surety Bonds offered as surety shall be made payable

to the City of Greenville, Ohio. This form is not necessary if you are using a
Certified Check or Letter of Credit.

Attachment (Power Of Attorney)



LED TRAFFIC SIGNAL CONVERSION PARTS
SPECIFICATIONS

The Cit of Greenville has written this proposal using “Dialight” specifications as
the minimum requirements. Any other brand materials will be considered for
“approved equal” if submitted by January 25, 2011 for review. Such submittal
shall be made to Ryan Delk, rdelk@cityofgreenville.org. Ryan will announce on
January 27, 2011 any additional “approved equal” materials.
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LED Circular Signal Module Specification and Requirements Checklist
8” (200 mm) and 12” (300 mm) Balls

Agency Name:

Project:

Date:

1 Overview
1.1 Purpose

1.1.1 The purpose of this specification is to provide the minimum performance requirements for 200 mm (8 in)
and 300 mm (12 in) Light Emitting Diode (LED) vehicle traffic signal. This specification refers to procedures
and definitions as described in the Vehicle Traffic Control Signal Heads- Light Emitting Diode (LED)
Circular Supplement (VTCSH), Adopted June 27, 2005, Published by the Institute of Transportation
Engineers (ITE) and contains additional requirements to ensure optimum long term reliability and
performance.

1.2 Manufacturer Requirements and Approvals

1.2.1 The manufacturer supplying product to this specification shall have a minimum of 7 years experience in the
manufacture of LED Traffic Signals with High Flux LEDs,

1.2.2 Manufacturers supplying produets to this specification must be a registered participant and have the base
part numbers being provided listed on the Intertek-ETL LED Traffic Signal Modules Certification Program
approved products website,

1.2.3 All LED Traffic Signal Modules shall be produced in a NAFTA participating country.
1.2.4 All LED Traffic Signal Modules supplied to this specification shall be CSA Approved.

1.2.5 The base models shall meet the energy efficiency requirements and be listed with the California Energy
Commission

1.2.6 When the LED Signal Module is being purchased with funds allocated through the Energy Efficiency
Conservation Block Grant (EECBG) by the DOE. This includes direct project funding as well as funding
through State Energy Programs (SEP) that are ARRA Funded, the LED manufacturer must be able to insure the
product will fully meet the “Buy American Provision of the ARRA of 2009”,
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2 Physical & Mechanical Requirements

2.1 General

2.1.1 Modules shall fit into existing traffic signal housings built to the VTCSH Standard without modification to
the housing, or shall be stand-alone units that incorporate a housing meeting the performance and design
requirements of the VICSH Standard.

2.1.2 Tnstallation of a module into an existing signal housing shall not require the use of special tools. The
module shall connect directly to existing electrical wiring system.

2.2 LED Signal Module
2.2.1 The LED module shall be capable of replacing the existing optical components in the signal housing,

2.2.2 The module lens shall be hard coated or otherwise made to comply with the material exposure and
weathering effects requirements of the Society of Automotive Engineers (SAE) J576.

2.2.3 Tinted or Clear Lens, Unless designated otherwise in the below table the standard lens color shall be tinted

with a color similar to the colors required in paragraph 3.2, Chromaticity for all Red and Yellow modules and
clear for all Green modules.

200 mm (8”") Balls 300mm (12”) Balls
Tinted Lens Clear Lens Tinted Lens Clear Lens
Required Required Required Required
Red
Yellow
Green

2.2.4 The LED module shall utilize high flux LEDs rated at 1 watt or higher and have an incandescent, non-
pixilated appearance when illuminated.

2.2.5 The external lens shall have a smooth outer surface to prevent the build up of dirt/dust and shall be designed
to minimize the potential for sun phantom signals.

2.2.6 All LEDs utilized to illuminate Circular signal modules, shall be LEDs that have been manufactured
utilizing materials that have industry acceptance as being suitable for uses in outdoor applications. At no time is
the use of LEDs that utilize AlGaAs technology acceptable.

2.3 Environmental Requirements
2.3.1 All exposed components of a module shall be suitable for prolonged exposure to the environment, without
appreciable degradation that would interfere with function or appearance. As a minimum, selected materials shall

be rated for service for a period of a minimum of 60 months in a south-facing Arizona Desert installation,

2.3.2 A module shall be rated for use throughout an ambient operating temperature range, measured at the
exposed rear of the module, of -40°C (-40°F) to +74°C (+165°F).

2.3.3 A module shall be protected against dust and moisture intrusion, including rain and blowing rain per Mil-
Std-810F Method 506.4, Procedure 1.
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2.4 Construction

24,1 A module shall be a self-contained device, not requiring on-site assembly for installation into an existing
traffic signal housing. The power supply for the signal module shall be integral to the module.

242 Assembly and manufacturing processes for a module shall be designed to assure all internal LED and
electronic components are adequately supported to withstand mechanical shock and vibration due to high winds
and other sources.

2.5 Materials

2.5.1 Materials used for the lens and module construction shall conform to ASTM specifications for the
materials, where applicable,

2.5.2 Enclosures containing either the power supply or electronic components of the signal module shall be made
of UL94 flame retardant materials, The module lens is excluded from this requirement,

2.6 Module Identification

2.6.1 Each module shall be identified on the backside with the manufacturer’s name, model, operating
characteristics and serial number. The operating characteristics identified shall include the nominal operating
voltage and stabilized power consumption, in watts and Volt-Amperes.

2.6.2 Modules and removable lenses shall have a prominent and permanent vertical indexing indicator, i.e., UP
Arrow, or the word UP or TOP, for correct indexing and orientation in the signal housing,

2.6.3 Modules conforming to all non-optional requirements of this specification shall have the following
statement on an attached label: “Manufactured in Conformance with the ITE LED Circular Signal Supplement.”

2.64 All modules must be labeled with the ETL Verified label shown in Figure 1. This label designates the
compliance and listing with the Intertek-ETL Traffic Signal Certification Program.

3 Photometric Requirements

3.1 Luminous Intensity, Uniformity & Distribution

3.1.1 Minimum maintained luminous intensity: When operated under the conditions defined in Sections 2.3.2 and

4.2.1, the luminous intensity values for modules shall not be less than the specified values for a minimum period
of 60 months.

3.1.1.1 Calculate the vertical intensity factor (f{Tv..)) for the range from 12.5 degrees up (+12.5) to 27.5 degrees
down {-27.5), using the appropriate equation:

For 8y, > -2.5 degrees:

_[9;@1*’2'5}
Flen) = 0.0540.9434%¢ | 53

For Oy = 2.5 degrees:

2 00T y,,)
f(IVer-r) = 0.26+(M)+0‘76*|:eO‘OZ(QVer-r“'S) :| ¢
143
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where: &y, is the angle measured above or below a horizontal plane perpendicular to the face of the module lens.
(Note: angles above the horizontal plane are positive, while angles below the horizontal plane are negative.)

3.1.1.2 Calculate the horizontal intensity factor ({lye,)) for the range from 27.5 degrees left to 27.5 degrees
right:

S (Tttriz) = 0.05 + (0,9 S*e[_%(Q_”LT]J

where: Gy, is the angle measured from a vertical plane to the left or right, perpendicular to the face of the
module lens.

3.1.1.3 Select the appropriate peak minimum maintained luminous intensity value for the specified module size
and color Peak minimum maintained [uminous intensity values, at Gy = —2.5 deg and Gy, = 0 deg
[X¢2s,00), by size and color of the module are:

Ii25,0)
Color 200mm 300mm
Red 165 ed 365 cd

Yellow 410 cd 910 cd
Green 215¢ed 475 ¢d

3.1.1.4 Multiply the vertical intensity factor times the horizontal intensity factor (for the selected pair of angles).
Round the result to two significant figures, and multiply the combined angular intensity factor times the peak
minimum maintained luminous intensity value for the appropriate signal size and color:

I(Gvert, Bhoriz, size, color) = U(IVcﬁ)*f(Il-Ioriz)] *I(-Z.S,O)
The resultant value of the luminous intensity shall be rounded to the nearest whole number.

Example: What is the minimum maintained luminous intensity valuc for a green, 300 mm I.ED signal light at 5
degrees down and 10 degrees left?

I(—S, 10, 300, Green) — [f(]‘—\’ei'tz-S)*ﬂIhof[z - 10)] *475 Cd
Is, 10,300, Greeny) = [0.953%0.678]*475 cd
I('—S, 10, 300, Green) = 065*475 = 309 Cd

3.1.1.5 Table 1 provides the minimum maintained luminous intensity values, over the required angular range, at
S-degree increments. Note that the horizontal limitations vary for various vertical angles (e.g.: at Oye = +12.5
degrees, requirements are only specified from 7.5 degrees right to 7.5 degrees left, while at Oye, = -12.5 degrees,
the horizontal limitations are from 27.5 degrees right to 27.5 degrees left. Table 1 is provided to illustrate the
minimum required values at certain specific angles within the required angular range of performance. One must
use the procedure outlined above for determining the minimum maintained luminous intensity values at any
specific pairs of vertical and horizontal angles within the required angular range,

3.1.2 Maximum permissible luminous intensity: When operated within the temperature range specified in Section
2.3.2, the actual luminous intensity for a module shall not exceed three times the required peak value of the
minimum maintained luminous intensity for the selected signal size, and color specified in section 3.1.2.

3.1.3 Luminance uniformity: The uniformity of the signal output across the entire module lens shall not exceed a
ratio of 10 to 1 between the maximum and minimum luminance values (cd/m?).
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3.2 Chromaticity

3.2.1 The measured chromaticity coordinates of modules shall conform to the following color regions, based on
the 1931 CIE chromaticity diagram (see Figure 2):

Red: y=10.308;
¥=10.953-0.947x;

y=0,290:
Red
Point x y
1 0.692 0.308
2 0.681 0.308
3 0.700 0.290
4 0.710 0.290
Yellow: y=0.151 +0.556x;
y=0.972-0.976x;
y=0.235+ 0.300x:
Yellow
Point X ¥
1 0.545 0.454
2 0.536 0.449
3 0.578 0408
4 0.588 0.411
Green: y=0.655-0.831x
x=0.150;
y=0422-0.278x:
Green
Point x ¥
1 0.005 0.651
2 0.150 0.531
3 0.150 0.380
4 0.022 0.416

3.2.2 The dominant wavelength for any individual color measurement of a portion of the emitting surface of a
module shall be within :3nm of the dominant wavelength for the average color measurement of the emitting
surface as a whole.

4. Electrical
4.1 General

4.1.1 All wiring and terminal blocks shall meet the requirements of the VTCSH standard. Two secured, color
coded, 600V, jacketed wires, a minimum of 20 AWG and at least 1 meter (39 in) in length, conforming to the
NEPA 70, National Electrical Code, and rated for service at +105°C, shall be provided.

4.1.2 The following color scheme shall be used for all modules AC power leads: White for Common, Red for the
Red ball signal, Yellow for the Yellow ball signal, and Brown for the Green ball signal.

4.1.3 The AC power leads shall exit the module via a rubber grommetted strain relief, and shall be terminated
with insulated female quick connect terminals with spade / tab adapters. The leads shall be separate at the point
at which they leave the module.
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4.1.3.1 All external wiring utilized in the LED traffic signal module shall be anti-capillary type wire to prevent
the wicking of moisture to the interior of the module,

4.1.4 All power supplies shall be conformal coated for additional protection.

4.2 Voltage Range

4.2.1 LED signal modules shall operate from a 6043 Hz AC line power over a voltage range from 80 to 135
VAC RMS,

4.2.2 Fluctuations in line voltage over the range of 80 to 135 VAC shall not affect luminous intensity by more
than 10 percent.

4.2.3 The module circuitry shall prevent flicker of the LED output at frequencies less than 100 Hz over the
voltage range specified in Section 4.2.1.

4.2.4 Low Voltage Turn OFF: There shall be no visible illumination from the LED signal module when the
applied voltage is less than 35 VAC,

4.2.5 Turn-ON and Turn-OFF Time: A module shall reach 90% of full illumination (turn-ON) within 75 msec of
the application of the nominal operating voltage. The signal shall cease emitting visible illumination (turn-OFF)
within 75 msec of the removal of the nominal operating voltage.

4.3 Transient Voltage Protection

4.3.1The on-board circuitry of a module shall include voltage surge protection, to withstand high-repetition noise
transients and low-repetition high-energy transients as stated in Section 2.1.8, NEMA Standard TS 2-2003.

4.3.1.1 Tn addition to the transient test requirements defined in the Design Qualification Testing section of this
specification all power supplies used in the circular signals supplied to this specification shall be capable of
passing an additional ring-wave surge testing in accordance with the IEEE Recommended Practice on
Characterization of Surges in Low-Voltage (1000V and less) AC Power Circuits, ANSIIEEE C62.41.2-2002,
6KV, 100 kHz ring-wave with an output impedance of 30 ohms, The short circuit current shall be 200 Amps.

4.4 Flectronic Noise
The LED signal and associated on-board circuitry shall meet the requirements of the Federal Communication
Commission (FCC) Title 47, Subpart B, Section 15 regulations concerning the emission of electronic noise by
Class A digital devices.

4.5 Power Factor, AC Harmonics and Power

4.5.1 Modules shall provide a power factor of 0.90 or greater when operated at nominal operating voltage, and
25°C (77°F).

4.5.2 Total harmonic distortion induced into an AC power line by a module at nominal operating voltage, and at
25°C (77°F), shall not exceed 20%.

4.5.3 Typical wattages at 25° C for the LED traffic Signal Modules for the 200 mm (8"} ball shall be; Red 6
watts, Yellow 7 walts, and Green 8 watts. For the 300 mm (12”) balls the typical wattage at 25° C shall be; Red
6 watts, Yellow 12 watts, and green 7 watts.

4,6 Controller Assembly Compatibility
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4.6.1 The cwrrent draw shall be sufficient to ensure compatibility and proper triggering and operation of load
current switches and conflict monitors in signal controller units.

4.6.2 Off State Voltage Decay: When the module is switched from the On state to the OfF state the terminal
voltage shall decay to a value less than 10 VAC RMS in less than 100 milliseconds when driven by a maximum
allowed load switch leakage current of 10 milliamps peak (7.1 milliamps AC).

4.7 Failed State Impedance

The module shall be designed to detect catastrophic loss of the LED load., Upon sensing the loss of the LED load,
the module shall present a resistance of at least 250 k(2 across the input power leads within 300 msec. The LED

light source will be said to have failed catastrophically if it fails to show any visible illumination when energized
according to Section 4.2 after 75 msec.

5 Quality Assurance

5.1 General

5.1.1 Quality Assurance Program: Modules shall be manufactured in accordance with a vendor quality assurance
(QA) program. The QA program shall include two types of quality assurance: (1) design quality assurance and
(2) production quality assurance. The production quality assurance shall include statistically controlled routine
tests to ensure minimum performance levels of modules built to meet this specification.

5.1.2 Record Keeping: QA process and test results documentation shall be kept on file for a minimum period of
seven years,

5.1.3 Conformance: Module designs not satisfying design qualification testing and the production quality
assurance testing performance requirements in Sections 5.3 and 5.4 shall not be labeled, advertised, or sold as
conforming to this specification,

5.1.4 Potential suppliers must complete and submit the I.ED Module Supplier checklist shown in Table 2 and
provide a copy of the checklist with the submission of any proposals.

5.2 Manufacturers’ Serial Numbers
Each module shall be identified with the information specified in paragraph 2.6.1.
5.3 Production Tests & Inspections

5.3.1 Production Test Requirements: All modules tendered for sale shall undergo the following Production
Testing & Inspection prior to shipment. Failure of a module to meet the requirements of Production Testing &
Inspection shall be cause for rejection. Test results shall be maintained per the requirement of Section 5.1.2.

5.3.1.1 All Production Tests shall be performed at an ambient temperature of 25°C (77°F) and at the nominal
operating voltage of 120 VAC,

5.3.2 Luminous Intensity: All modules shall be tested for luminous intensity. A single point measurement,
with a correlation to the intensity requirements of Sections 3 may be used.

5.3.3 Power Factor: All modules shall be tested for power factor per the requirements of Section 4.5.1. A
commercially available power factor meter may be used to perform this measurement.

5.3.4 Current Consumption Measurement: All modules shall be measured for current flow in Amperes. The
measured current values shall be compared against the design current values from design qualification
measurements in Section 5.4.6.1. A measured current consumption in excess of 120% of the design
qualification current value for an ambient temperature of 25°C (77°F) shall be cause for rejection module.
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5.3.5 Visual Inspection: All modules shall be visually inspected for any exterior physical damage or assembly
anomalies,

5.4 Design Qualification Testing

5.4.1 Design Qualification Test Requirements. Design qualification testing shall be performed on new module
designs, when a major design change has been implemented on an existing design, or after every 5 years that a
design is in service. Modules used in design qualification testing shall be representative of the manufacturer’s
proposed normal production. The certification of UV Stabilization (5.4.5.2) shall be provided for all materials
used in or on the emitting lenses. If modules are provided with both clear and tinted lenses, the tests per the
stated section of the VI'CSH below shall be conducted for all lens types. Refer to the Design Qualification
Testing Flow Chart in the VTCSH:

Test Paragraph
Temperature Cycling 5432
Moisture Resistance 5433
Luminous Intensity 54.4.1
Luminance Uniformity 544.5
Chromaticity 54.4.6
Color Uniformity 5447
Lens Abrasion 5452

5.4.1.1 Test data shall be retained by the manufacturer in accordance with Section 5.1.2, or for 60 months
following final production of a specific design, whichever is longer.

5.4.1.2 Six modules of each color shall be used in Design Qualification Testing. All six modules shall be
subjected to the Design Qualification testing requirements as specified in section 6.4 and figure 2. of the VTCSH.

5.4.1.3 In order for a module design to be considered acceptable for marking with the label described in 2.6.3, all

tested modules must comply with the acceptance/rejection criteria of Section 6.4 of the VICSH and section 5.4.3
below,

5.4.2 Conditioning: Modules shall be energized for a minimum of 24 hours, at 100% duty cycle, in an ambient
temperature of +60°C (+140°F),

5.4.3 Environmental Tests:;

5.4.3.1 Mechanical Vibration; Mechanical vibration testing shall be performed per MIL-STD-883, Test

Method 2007, using three 4 minute cycles along each x, y, and z axis, at a force of 2.5 Gs, with a frequency
sweep from 2 Hz to 120 Hz.

5.4.3.2 Temperature Cycling: Temperature cycling shall be performed per MIL-STD-883, Test method 1010,
The temperature range shall include the full ambient operating temperature range specified in 2.3.2. A
minimum of 20 eycles shall be performed with a 30-minute transfer time between temperature extremes and a
30-minute dwell time at each extreme temperature, Signals under test shall be non-operating.
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5.4.3.3 Moisture Resistance: Moisture resistance testing shall be performed per MIL-STD-810F, Test Method
5064, Procedure I, Rain and Blowing Rain. The test shall be conducted on stand-alone modules, without a
protective housing. The rainfall rate shall be 1.7 mm/min (4 in/hr) and droplet size shall predominantly be
between 0.5 mm and 4.5 mm (0.02 to 0.18 in). The modules shall be vertically oriented, such that the lens is
directed towards the wind source when at a zero rotation angle. The module shall be rotated at a rate of 4
degrees per minute along the vertical axis, from an orientation of —60 to +60 degrees during the test. The
duration of the test shall be 30 minutes. The modules shall be energized throughout the test. The water shall
be at 25° £ 5°C (77° £ 9°F). The wind velocity shall be 80 km/hr (50 mph). If the module is equipped with a
remote power supply unit, then the test shall be conducted with the remote power supply unit attached to the
clamping device holding the module to the test apparatus.

5.4.3.4 Environmental Tests Evaluation: At the conclusion of the Environmental Tests, all the modules will be
visual inspected for darmage and energized to insure proper operation.

5.4.3.5 Acceptance/Rejection Criteria: The loosening of the lens, or any internal components, or evidence of
other physical damage, such as cracking of the module lens or housing, or presence of internal moisture, or
failure to operate correctly after testing shall be considered a failure of the design.

5.4.4 Photometric & Colorimetric Tests: Three of the modules that were subjected to the Environmental Tests

shall undergo Photometric & Colorimetric Tests, Unless otherwise specified, these tests shall be performed with
the modules energized at nominal operating voltage.

5.4.4.1 Luminous intensity at standard temperature: The modules shall be tested for compliance with the

requirements for minimum maintained luminous intensity at a temperature of 25°C (77°F). Measurements
shall be made for all angular combinations specified in Table 1.

5.4.4.1.1 Luminous intensity measurcments for red and green signal modules shall be made after the signal
module has been operated under the test conditions for a minimum of 60 minutes at a 100% duty cycle.

5.4.4.1.2 Luminous intensity measurements for yellow signal modules shall be made after the module has been
operated under the test conditions for a minimum of 60 minutes at a 12.5% duty cycle (5 seconds ON and 35
seconds OFF), Readings shall be taken at the end of the 5-second ON interval, or as close to the end of the
ON interval as possible,

5.4.4.2 Luminous intensity at low voltage: The modules shall be tested for compliance with the requirements
for minimum maintained luminous intensity when operated at 80 VAC at a temperature of 25°C (77°F). A
single-point correlation measurement of the luminous intensity, in the region from 0 to 7.5 degrees down, and
from 7.5 degrees left to 7.5 degrees right shall be recorded. The single-point measurement shall be correlated
to the measurement made in the same direction under Section 5.4.4.1 to generate a full range of luminous
intensity values at reduced voltage. The luminous intensity measurement at reduced voltage shall be made
immediately following measurements for luminous intensity at standard temperature (5.4.4.1), and following
the same procedures as in 5.4.4.1.1 and 5,4.4,1.2,

5.4.4.3 Luminous intensity at elevated voltage: The modules shall be tested for compliance with the
requirements for minimum maintained luminous intensity when operated at 135 VAC at a temperature of 25°C
(77°T). A single-point correlation measurement of the luminous intensity, in the region from 0 to 7.5 degrees
down, and from 7.5 degrees left to 7.5 degrees right shall be recorded. The single-point measurement shall be
correlated to the measurement made in the same direction under Section 5.4.4.1 to generate a full range of
luminous intensity values at elevated voltage. The luminous intensity measurement at elevated voltage shall
be made immediately following measurements for luminous intensity at reduced voltage (5.4.4.2). and
following the same procedures as in 5.4.4.1.1 and 5.4.4.1.2.



Rev D.

5.4.4.4 Luminous intensity at high temperature: The modules shall be tested for compliance with the
requirements for minimum maintained lominous intensity at a temperature of 74°C (165°F). The modules shall
be mounted in a temperature chamber so that the lens is outside the chamber and afl portions behind the lens
are within the chamber at a temperature of 74°C (165°F). The air temperature in front of the lens shall be
maintained at a mininmm of 49°C (120°F) during all tests. A single-point correlation measurement of the
tuminous intensity, in the region from 0 to 7.5 degrees down, and from 7.5 degrees left to 7.5 degrees right
shall be recorded. The single-point measurement shall be correlated to the 25°C (77°F) measurement made in

the same direction under Section 5.4.4.1 to generate a full range of luminous intensity values at high
temperature.

5.4.4.4.1 Luminous intensity measurements for red and green signal modules shall be made after the module
has been operated under the test conditions for a minimum of 60 minutes at a 100% duty cycle.

5.4.4.4.2 Luminous intensity measurements for yellow signal modules shall be made after the module has been
operated under the test conditions for a minimum of 60 minutes at a 12.5% duty cyele (5 seconds ON and 35

seconds OFF). Readings shall be taken at the end of the 5-second ON interval, or as close to the end of the
ON interval as possible,

5.4.4.5 Luminance uniformity: The modules shall be tested for compliance with the requirements for
luminance uniformity at a temperature of 25°C (77°F). Measurements shall be made using a luminance meter
located on the physical axis of the module lens at a distance such that the selected aperture samples a spot size
of 25mm (1 inch) at the lens surface. The position of the luminance meter shall be translated from side to side
and up and down, so as to sample the entire emitting surface of the module, The highest and lowest values of
luminance shall be recorded. These measurements may be made immediately following measurements for
luminous intensity at standard temperature and elevated voltage (5.4.4.3), after returning the voltage to the
nominal operating voltage (120VAC).

5.4.4.5.1 Luminance uniformity measurements for the green and red signals must be made with the signal
medule operating at a 100% duty cycle. Therefore, it is necessary for the signal module under test to reach
thermal equilibrium, and for the output to be stable prior to taking measurements,

5.4.4.5.2 Measurements for yellow signal modules shall be made after the module has been operated under the
test conditions for a minimum of 60 minutes at a 12.5% duty cycle (5 seconds ON and 35 seconds OFF).

Readings shall be taken at the end of the 5-second ON interval, or as close to the end of the ON interval as
possible.

5.4.4.6 Chromaticity: The chromaticity of the emitted light from modules shall be measured at a temperature of
25°C (77°F). A speclro-radiometer with a maximum bandwidth of 4nm, or a colorimeter that has a
measurement uncettainty of less than 2.5% over the emission spectra of the module, shall be used for this
measurement. The spectro-radiometer or colorimeter shall be located on the physical axis of the module lens
at a distance such that the selected aperture samples a spot size of 25mm (1 inch) at the lens surface. The
meter shall be translated from side to side and up and down, so as to sample a minimum of nine equally
distributed positions about the emitting surface of the module. The colorimetric values of the emitted light at
each of the nine positions shall be recorded, and an average value calculated, based on the CIE Standard 2°

Observer. These measurements may be made immediately following measurements for luminance yniformity
(5.4.4.5).

5.4.4.6.1 Chromaticity measurements for the green and red signals must be made with the signal module
operating at a 100% duty cycle. Therefore, it is necessary for the signal module under test to reach thermal
equilibrium, and for the output to be stable prior to taking measurements.

5.4.4.6.2 Measurements for yellow signal modules shall be made after the module has been operated under the
test conditions for a minimum of 60 minutes at a 12.5% duty cycle (5 seconds ON and 35 seconds OFF).
Readings shall be taken at the end of the 5-second ON interval, or as close to the end of the ON interval as
possible. If necessary, the ON interval may be extended to 10 seconds to permit completion of a
measurement. The duty cycle between individual measurements, however, shall remain 12.5%, with a 5
second ON interval,

10
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5.4.4.7 Color uniformity: The average and nine individual sets of chromaticity values of each module under
evaluation shall be plotted on the CIE 1931 Chromaticity Diagram (see Figure 2).

5.4.4.8 Photometric & Colorimetric Tests Evaluation: At the conclusion of the Photometric & Colorimetric
Tests, the measurement data shall be compared to the applicable requirements of Sections 4.1 and 4.2,

5.4.4.9 Acceptance/Rejection Criteria: The failure of any module to meet the requirements for minimum
maintained luminous intensity (3.1.1) or maximum permissible luminous intensity (3.1.2) under standard and
high temperatures, the requirement for luminance uniformity (3.1.3) and/or the appropriate requirement for
chromaticity (3.2) shall be considered a failure of the proposed design.

3.4.5 Lens Tests: Following the Photometric & Colorimetric Tests, the three modules shall be subjected to the
following tests of the acceptability of the lens construction.

5.4.5.1 UV Stabilization: Documentation shall be provided that certifics that the loss of direct transmission
through the lens shall not cause the performance of the module to fall below the photometric requirements, or
- deviate from the colorimetric requirements of this specification after 60 months, or greater as specified by the
manufacturer, of service in accordance with 2.3.1 and 2.3.4. Documentation shall be provided for hard-coat
film (if used) and lens material.

5.4.5.2 Lens Abrasion Test: Abrasion resistance testing of the module lens shall be performed as follows:

a) Alens shall be mounted in the abrasion test fixture with the lens facing upwards.

b) An abrading pad meeting the requirements in paragraphs c) through ) below shall be cycled back and
forth (1 cycle) for 12 cycles at 10cm + 2em per second over the whole surface of the lens,

c) The abrading pad shall be not iess than 2.5cm = 0.1cm square, constructed of 0000 steel wool and rubber,
cemented to a rigid base shaped to the same contour as the lens. The “grain” of the pad shall be
perpendicular to the direction of motion.

d) The abrading pad support shall be equal in size to the pad and the center of the support surface shall be
within + 2mm of parallel to the lens surface.

€¢) The density of the abrading pad shall be such that when the pad is mounted to its support and is resting
unweighted on the lens, the base of the pad shall be no closer than 3.2mm to the lens at its closest point,

) When mounted on is support and resting on the lens, the abrading pad shall be weighted such that a pad
pressure of 14 kPa + 1kPa exists at the center and perpendicular to the face of the lens.

g) A pivot shall be used if required to follow the contour of the lens.

h) Unused steel wool shall be used for each test.

5.4.5.3 Acceptance/Rejection Criteria; The photomettic performance of a module following the lens abrasion
test shall be 90% or more of the photometric performance of the same module measured prior to the lens
abrasion test. A single point correlation as described in paragraph 5.4.4.4 may be used to determine the
change in photometric performance. Failure of any module to meet the requirement for photometric
performance following the lens abrasion test shall be considered a failure of the proposed design.

5.4.6 Lilectrical Tests: Three of the modules that were subjected to the Environmental Tests shall undergo
EBlectrical Tests. These tests shall be performed with the modules energized at nominal operating voltage and at a
standard temperature of 25°C (77°F), unless specified otherwise.

11
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5.4.6.1 Current Consumption: The current flow, in Amperes, shall be measured at various ambient
temperatures across the span of the operating temperature range specified in 2.3.2. The manufacturer shall
provide information (charts, tables and/or graphs) on the variation in current through 60 months of service, or
greater as specified by the manufacturer, within the operating temperature range of 2.3.2. In addition, the
current consumption at start-up shall be measured at 25°C (77°F) to establish the reference value used for
Production Quality Assurance (5.3.4).

3.4.6.2 Low-Voltage Turn-OFF: The modules shall be connected to a variable power supply, and energized at
nominal operating voltage. The applied voltage shall be reduced to a point where there is no visible
illumination from the module when the background is at an average luminance of 0.1 ¢d/m? (0.01 ft-cd).

5.4.6.3 Turn-ON/Turn-OFF Times: Using a two-channel oscilloscope, the time delay between application of
nominal operating voltage and the module reaching 90% of full light output, and the time delay between de-
energizing the module and the light output dropping to 0% of full output, shall be measured.

5.4.6.4 Transient Voltage Immunity: The modules shall be tested for transient immunity using the procedure
described in Section 2,1.8, NEMA Standard TS 2-2003.

5.4.6.5 Electronic Noise: The modules shall be tested for conformance with the requirements of a Class A
digital device, as specified in FCC Title 47, Subpart B, Section 15.109(b).

5.4.6.6 Power Factor: The power factor for the modules shall be measured and recorded. A commercially
available power factor meter may be used to perform this measurement.

5.4.6.7 Total Harmonic Distortion (THD): The THD induced into an AC power line by the modules shall be
measured and recorded. A commercially available total harmonic distortion meter may be used to petform this
measurement.

5.4.6.8 Electrical Tests Evaluation: At the conclusion of the Electrical Tests, the measurement data shall be
compared to the requirements of Sections 4.2 through 4.5.

5.4.6.9 Acceptance/Rejection Criteria: The failure of any module to meet the requirements for low-voltage
turn-OFF (4.2.4), tum-ON/turn-OFF times (4.2.5), transient voltage immunity (4.3), emission of electronic
noise (4.4), minimum power factor (4.5.1), and/or maximum total harmonic distortion (4.5.2) shall be
considered a failure of the proposed design.

5.4.7 Controller Assembly Compatibility Tests: Following the Electrical Tests, three modules shall be tested for
compatibility with load current switches and conflict monitors presently in service, ‘The manufacturer shall test
the design for the specific type signal control unit with which the design is intended to be compatible,

5.4.7.1 Load Switch Compatibility: The modules shall be tested for compatibility and proper operation with
load current switches. Each module shall be connected to a variable AC voltage supply. The AC line current
into the module shall be monitored for sufficient current draw to ensute proper load switch operation while the
voltage is varied from 80 to 135 VAC.

5.4.7.2 Off State Voltage Decay Test: Each module shall be operated from a 135 VAC voltage supply. A 19.5
k() resistor shall be wired in series in the hot line between the module and the AC power supply. A single-
pole-single-throw switch shall be wired in parallel with the 19.5 kQ resistor. A 220 k€2 shunt resistor shall be
wired between the hot line connection and the neutral line connection on the module. Conflict monitor Off
state impedance compatibility shall be tested by measuring the voltage decay across the 220 k€ shunt resistor
as follows: The single-pole-single-throw switch shall be closed, bypassing the 19.5 kQ resistor and allowing
the AC power supply to energize the module. Next, the switch shall be opened and the voltage across the 220
kO shunt resistor shall be measured for decay to a value equal to or less than 10 VAC RMS. The test shall be
repealed 10 times, with the longest decay time recorded as the final test value.

12
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5.4.7.3 Controller Assembly Compatibility Tests Bvaluation: At the conclusion of the Controller Assembly
Compatibility Tests, the measurement data shall be compared to the requirements of Section 4.6.

5.4.7.4 Acceptance/Rejection Criteria: Failure of the module to draw sufficient current to ensure compatibility
with the load current switches in the appropriate Controller Assembly (4.6.1) and/or failure of the circuit voltage
to decay to a value equal to or less than 10 VAC RMS within a time period equal to or less than 100
milliseconds (4.6.2) shall be considered a failure of the proposed design.

5.4.8 Failed State Impedance Test: The modules shall be tested for compliance with the requirement for
provision of a failed-state impedance (4.7). The test is conducted in two parts; first the module is energized
with the LED load disconnected from the power supply to establish the failed-state impedance. Next, the
requirement for the failed state impedance is tested. The module shall be operated from a 120 VAC voltage
supply.

a) Wire a 50 kC) resistor in series with the hot line between the module and the AC power supply. A 100 kQ
shunt resistor shall be wired between the hot line connection and the neutral line connection on the
module. A single-pole-single-throw switch shall be wired in parallel with the 50 k(2 resistor. With the
switch in the closed position and the LED load disconnected from the module power supply, energize the
module for 300ms to establish the failed state impedance (4.7.2).

b) The second part of the failed state impedance test is conducted to insure that the appropriate failed state
impedance is established. The switch is opened and the circuit is energized by the 120VAC voltage
supply. The voltage across the 100 kQ shunt resistor shall be continuously monitored. The voltage shall
decay to a value equal to or greater than 70 VAC RMS. For the continuous interval of 500 ms through
1500 ms, after energizing the circuit with an open switch, the measured voltage shall be 70 VAC RMS or
greater. The sccond part of the test shall be repeated 10 times, with the minimum voltage recorded during
the continuous interval of 500 ms through 1500 ms, after energizing the circuit with an open switch,
recorded as the final test value,

5.4.8.1 Failed State Impedance Test Evaluation: At the conclusion of the Failed State Impedance Test, the
measurement data shall be compared to the requirement of Section 4.7.

5.4.8.2 Acceptance/Rejection Criteria: Failure of the voltage across the 100 kO shunt resistor to remain at a
value equal to or greater than 70 VAC RMS for the continuous time interval of 500 ms through 1500 ms, after
energizing the circuit with an open switch, shall be considered a failure of the proposed design.
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6.0 Warranty Requirements

6.1 Warranty

6.1.1 Manufacturers shall provide a written warranty issued by the factory located in the NAFTA country of
module origin with the following minimum provisions:

6.1.2 Modules shall, at the manufacturer’s option, be repaired or replaced if the module fails to function as
intended due to workmanship or material defects within the first 60 months from the date of delivery,

6.1.3 Modules shall, at the manufacturer’s option, be repaired or replaced if the module exhibit luminous
intensities less than the minimum specified values within the first 60 months of the date of delivery.

6.1.4 Upon request, the LED lamp module manufacturer shall provide written documentation of its ability to
satisfy a worst-case, catastrophic warranty claim.

6.1.4.1 A current corporate annual report duly-certified by an independent auditing firm, containing financial
statements illustrating sufficient cash-on-hand and net worth to satisfy a worst-case, catastrophic warranty
claim is an example of suitable documentation.

6.1.4.2 The documentation shall clearly disclose:

a) The couniry in which the factory of module origin is located

b) The name of the company or organization that owns the factory of module origin including any and all of
its parent companies and/or organizations, and their respective country of corporate citizenship

0.1.4.3 For firms with business and/or corporate citizenship in the United States of less than seven years, the
process by which the end-users/owners of the modules will be able to obtain worst-case, catastrophic warranty
service in the event of bankruptcy or cessation-of-operations by the firm supplying the modules within North
America, or in the event of bankruptey or cessation-of-operations by the owner of the factory of origin, shall
be clearly disclosed.

Figure 1.
Intertek- ETL Verified Label

LED Traffic Signal Modules
Certification Program

Intertek Testing Services, NLA., Inc.
Cortland, New York 13045
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